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125+ 125+
125kN 125N
ROPE @ S 13 mm

C€o0333

GENERAL

Art.Nr: H-276 Standards: 1E£\l71 2278:2007,UIAA
GTIN: 8053841303115 Net weight: 0.31 kg

Customs tariff —

e 84251900 Gross weight: 0.31 kg
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FEATURES
Double pulley with mobile side plates. Up to
three connectors can be hooked in Colour: Red, Grey, Silver
the large eyelet plus one connector in the
smaller eyelet. Number of rolls: 2

Main features: Attachment points top: 1

* made of anodized light alloy; Qgﬁgmﬁe”t points 1
* sheaves mounted on ball bearings; T
- presents an auxiliary attachment point for ~ Efficiency: 96.00
creating different hauling S .
systems; Bearings: Ball bearings
+ for use with ropes @ 13 mm; Maximum lifetime: 30 years
+ designed for hauling systems and
deviations. Maximum compatible 13.00 mm
rope diameter:
Minimum tensile 50.00 kN
strength:
Minimum temperature: -30 °C
Maximum 40 °C
temperature:
Backstop: No
Working load limitin 12 kN
kn:
Pulley type: double
Working load on 50.00 kN
single rope strand:
MATERIAL
Material: Aluminium, Stainless

Steel
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